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 # 190 
Strapping Tape 

Uni-Directional Glass Reinforced Film 
 
 
 
 
DESCRIPTION 
 
 
The #190 is a uni-directional, fiberglass strand reinforced, film backed, rubber based pressure sensitive 
strapping tape.  Designed for general purpose, moderate demand  applications – bundling, strapping, 
palletizing, etc. 
 
 
 
 
 
PHYSICAL PROPERTIES 
 
 
 Backing 1 mil Polypropylene 
  
 Adhesion to Steel 78 oz./in. width 
 
 Tensile Strength 110 lbs./in. width 
 
 Elongation  4.5% 
 
 Total Thickness 4 mil 
 
 Color White 
 
 Operating Temperature 32oF to 120oF 
 
  
 
 
 
 
 
 
 
 
 
Physical characteristics shown are averages from tests recommended by our own procedures. A particular 
roll may vary slightly from these averages. The buyer should determine the suitability for his own use. 
 
 
 
 
 
 
 
 
 
 
 

ELECTRO TAPE SPECIALTIES, INC, 13221 BYRD DRIVE, ODESSA, FL 33556 
TOLL FREE: (800) 999-2218 TEL: (813) 920-2218 FAX: (813) 920-2272 



 


	PHYSICAL PROPERTIES
	P R O D U C T   D A T A

