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 #720 
Stationary / Office Desk Tape 

 
 
 
 
DESCRIPTION: 
 
 720 is produced with a high quality hand-tearable biaxially oriented Polypropylene, coated with a water-based based 

acrylic adhesive.  Product is non-yellowing, has a long shelf-life and is UV resistant. Offered in both 1.5” and 3" core 
versions for use on both office and industrial dispensers.   

  
 
 
APPLICATIONS: 
 

• Used for light-duty mending, fixing, and fastening 
• Suitable for general purpose splicing and tabbing applications.   

 
 
 
PHYSICAL PROPERTIES: 
 
 Backing 25 micron Bi-axially Oriented Polypropylene 
 Adhesive Water Based Acrylic 
 Total Thickness 2.0 mil 
 Adhesion 22 oz/inch 
 Tensile Strength 18 lbs/inch  
 Elongation 120% at break 
 Temperature Resistance 32°F to 160°F 
 Widths Available: 36yd-1.5” core 1/2" (12mm),  3/4" (18mm) 
                                          72yd-3” core                                      1/2" (12mm),  3/4" (18mm), and 1" (24mm) 
 
 
 
 
 
 
 
 
 
 
Physical characteristics shown are averages from tests recommended by our own procedures. A particular 
roll may vary slightly from these averages. The buyer should determine the suitability for his own use. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

ELECTRO TAPE SPECIALTIES, INC, 13221 BYRD DRIVE, ODESSA, FL 33556 
TOLL FREE: (800) 999-2218 TEL: (813) 920-2218 FAX: (813) 920-2272 
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