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#805 

Carton Sealing 
 

 

DESCRIPTION 

 

 

 Substrate Biaxially-Oriented Polypropylene 

 

 Film Thickness 1.18 mil 

 

 Color Clear and Tan 

 

 Adhesive Aqueous Acrylic Adhesive 

 

 Adhesive Thickness .82 mil 

 

 

PHYSICAL PROPERTIES 

 

 

 Tensile Strength: 24 lb. in. 

 

 Elongation: 160% 

 

 

PERFORMANCE DATA 

 

 

 1780 Shear Test 1000 minutes 

 

 1800 Peel Adhesion 22 oz./in. 

 

 Box Holding Test 30,000 minutes + 

 

 U.V. Resistant To Light Excellent 

 

 

TYPICAL APPLICATION 

 

 

• General Purpose Packaging 

 

• Medium Duty Carton Sealing 

 

 

 

 

 

 

Physical characteristics shown are averages from tests recommended by our own procedures. A particular 

roll may vary slightly from these averages. The buyer should determine the suitability for his own use. 

 

 

 

 

 

 
ELECTRO TAPE SPECIALTIES, INC, 13221 BYRD DRIVE, ODESSA, FL 33556 

TOLL FREE: (800) 999-2218 TEL: (813) 920-2218 FAX: (813) 920-2272 

 


